[image: image1.jpg]



	MODEL NO.
	SDVR-PRO304 (4ch Stand Alone DVR)

	VIDEO I/O
	INPUT
	4CH INPUT 1.0 Vp-p. 75OHM (BNC TYPE)

	
	OUTPUT
	2CH OUTPUT (BNC TYPE X 2) 

	
	
	4CH LOOPING

	MONITORING METHOD
	SPLIT SCREEN
	FULL SCREEN / 4 SCREEN SPLIT

	
	SCREEN QUALITY
	NTSC: 720 (H) X 480 (V) / PAL: 720(H) X 576(V)

	
	RESOLUTION
	LOW/NORMAL/HIGH

	
	SEQUENCE
	1~10 sec Adjusted

	
	CAMERA SETTING
	Adjusted by each

	
	SPEED
	NTSC:120 fps(4 X 30fps) / PAL: 100 fps(4 x 25fps)

	RECORDING/PLAY FUNCTION
	SPEED
	Max NTSC:30fps / PAL:25fps

	
	STORAGE MEDIA
	HDD (500G available) depending on power

	
	MOTION DETECT
	1 ~ 5 Sensitivity Level

	
	COMPRESSION 
	MJPEG

	
	RECORDING MODE
	Continue / Motion Detect / Alarm / Schedule

	
	SEARCH MODE
	TimeDate / Event

	OTHER FUNCTION
	BACK-UP
	USB CONNECTION to PC

	
	ALARM
	4ch Alarm Input, 1ch Alarm Output

	
	CONFIGURATION
	PLUG & PLAY

	
	AUTO RECORD
	Yes

	MECHANICAL
	OPERATE TEMPERATURE
	41℉~104℉ (5℃~40℃)

	
	OPERATE HUMIDITY
	LESS THAN 90%

	
	SYSTEM
	NTSC / PAL

	
	DIMENSION
	344mm X 224mm X 55mm

	
	WEIGHT
	2.6 kg

	
	POWER SUPPLY
	ADAPTER(12V DC 4A)



   


USB Back up


4 CH input, 2 CH output 


4CH looping output


Recording by Quad/Each Mode


MJPEG Compression 


HDD Capacity more than 500 GB





 4CH Stand Alone Digital Video Recorder





Note: Design and Specifications are subject to change without notice.








